
TABLE 1 
2030 ADOPTED COMMUNITY PLAN 
STREET SEGMENT OPERATIONS 

Street Segment Classification 
Capacity
(LOS E) 

a 
ADT b LOS V/C 

Friars Road      
Santo Road to Riverdale Street  6-Lane Primary 

Arterial  60,000 60,300 F 1.01 

Mission Gorge Road       
North of Zion Avenue  6-Lane Primary 

Arterial 60,000 32,000 B 0.53 

Rainier Avenue to Vandever Avenue  4-Lane Collector  30,000 32,000 F 1.07 
Vandever Avenue to Twain Avenue  4-Lane Collector 30,000 29,900 E 1.00 
Mission Gorge Place to Fairmount Avenue  4-Lane Collector 30,000 33,100 F 1.10 

Fairmount Avenue       
Vandever Avenue to Twain Avenue  2-Lane Collector Street 8,000 16,700 F 2.09 
Twain Avenue to Mission Gorge Road  2-Lane Collector Street 8,000 20,100 F 2.51 
Mission Gorge Road to Alvarado Canyon Road  4-Lane Collector 30,000 50,500 F 1.68 
Alvarado Canyon Road to I-8 WB Ramps  4-Lane Collector 30,000 69,200 F 2.31 
South of I-8 EB Ramps 4-Lane Collector 30,000 118,800 F 3.96 

Vandever Avenue       

Riverdale Street to Mission Gorge Road   2-Lane Collector Street 8,000 6,900 E 0.86 

Twain Avenue       

Fairmount Avenue to Mission Gorge Road   2-Lane Collector Street 8,000 9,900 F 1.24 
Footnotes: 
a. Capacities based on City of San Diego Roadway Classification Table. 
b. Average Daily Traffic Volumes. 

 

 


